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ECG pro
®

Meaningful data: The Holter-RR guarantees reliable 
ambulatory blood pressure monitoring.

The Auto Feedback Logic (AFL) allows low noise and 
fast readings with low cuff pressure.

For precise interpretation threshold tables for children 
and adolescents are integrated.

GENTLE AMBULATORY BLOOD PRESSURE MONITORING DIAGNOSTICS

HEALTH IS THE HEART OF OUR BUSINESS.

HOLTER-RR  
24H ABPM
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0494    
ABPM software
2797    
ABPM recorder

Measurement method
Measuring range

Precision
Static pressure
Heart rate range
Measurement frequency
Measurement protocols
Storage capacity
Operating environment

Storage environment

Dimensions
Weight
Power supply

Data interfaces

Classification

Oscillometric
Pulse: 30 bis 240 Schläge pro Minute
Systolic BP: 60 – 290 mmHg
Diastolic BP: 30 – 195 mmHg
+/- 3 mmHg in the range indicated
0 – 300 mmHg
30 – 240 bpm
0, 1, 2, 4, 5, 6, 12 or 30 measurements per hour
9 protocols of 3 day time und 1 night time intervals each
300 measurements
Temp.: +10 °C – +40 °C
Humidity: 15 % – 90 %
Temp.: -20 °C – +50 °C
Humidity: 15 % – 95 %
128 mm × 75 mm × 30 mm (L × W × H)
approx. 240 g incl. batteries
2 NiMH 1.2 V recharg. batteries (AA, Mignon), ≥ 1500 mAh each
2 Alkaline 1.5 V batteries (AA, Mignon) 1)

Interface cables: USB or RS232
Wireless: Infrared (proprietary infrared receiver „IR Med“)
Class IIa

Hospital Information System

Practice Computer System

Resting
ECG

Ergo
Spirometry

Stress
Test ECG

Holter
ECG

24 h
ABPM

Spirometry

pouch for Holter-RR cuffs in size XS, S, M, L, XL

ACCESSORIES

1)  The capacity of NiMH batteries gradually decreases over life time and number of charge cycles. When the batteries are no longer sufficient for a whole recording time    
    according to the programmed measurement protocol, they must be replaced. Alkaline batteries of different manufacturers can have different capacities.  
    If batteries from one manufacturer are not sufficient for a whole recording time, suitable batteries from a different manufacturer must be used.

ABP monitor manufacturer:
IEM GmbH
Gewerbepark Brand 42
52078 Aachen, Germany
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TECHNICAL DATA

AMEDTEC Medizintechnik Aue GmbH
Schneeberger Straße 5 · 08280 Aue · Germany
Phone:	 +49 (0)3771 59 82 70
Fax:	 +49 (0)3771 59 82 790
info@amedtec.de · www.amedtec.de
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