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ECG pro
®

Wireless data transmission via Bluetooth
Easy handling
Excellent measurement technology
Reliable pacemaker detection
Fits perfectly into a paperless workflow

THE WIRELESS 12-LEAD PC ECG
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1)  The patient cable or the suction electrode system must have a protective resistance of 10 kOhm in every electrode cable.
2)  Version T only

CardioPart 12 BlueSupported KIS, PACS, and BDT/GDT communication CardioPart 12 Blue-P
(part. intended for GPs)
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Resting ECG with automatic measurement

Resting ECG with automatic measurement and rhythm ECG option

Resting ECG with automatic measurement, interpretation and 

rhythm ECG option

Resting and stress test ECG with automatic measurement, 

interpretation, ST measurement, rhythm ECG option, and control 

of ergometers and blood pressure meters

Resting and stress test ECG with automatic measurement, 

interpretation, ST measurement, rhythm ECG option, control of 

ergometers and blood pressure meters, and online arrhythmia 

detection

CardioPart 12 BlueAvailable ECG options CardioPart 12 Blue-P
(part. intended for GPs)
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TECHNICAL DATA

Dynamic range
Sampling frequency

Resolution
Pacemaker detection
IMRR
Frequency range
Input impedance
ECG Input
Electrode test
Patient cable connection
Classification
Bluetooth
QRS trigger
Power supply
Operating mode
IP code
Dimensions
Weight
Standards

+/- 316 mV DC
up to S/N end-digits 4999: 8 kHz for each of the 10 electrodes;
from S/N end-digits 5000: 16 kHz for each of the 10 electrodes
2,4 μV / LSB [0.02 mm]
Digital monitoring of all electrodes
> 120 dB
0.05 - 150 Hz
> 50 MOhm
Type CF, defibrillation-proof with associated patient cable 1)

ECG preview, frequency analysis
15 pin D-Sub for 10 electrodes patient cable
Class IIa
Class 1
433,9 MHz SRD-Radio transmitter 2)

2 × Mignon AA batteries or accumulators, approx. 10 hours of ECG acquisition
Continuous operation
IP20
117 mm × 68 mm × 28 mm (L × W × H)
approx. 160 g
DIN EN 60601-1, EN 60601-1-2, DIN EN 60601-2-25

Hospital Information System

Practice Computer System

Resting
ECG

Ergo
Spirometry

Stress
Test ECG

Holter
ECG

24 h
ABPM

Spirometry


